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Instrument	  Field	  and	  Containers	  
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Measurements	  are	  close	  approximates.	  Site	  was	  laid	  out	  During	  Aug	  Site	  Visit	  



Container	  Pad	  Detail	  
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Instrument	  Field	  
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Instrument	  Field	  

Looking	  South	  East	   Looking	  South	  

Looking	  North	  East	   Looking	  North	  



W-‐Band	  and	  Ka-‐Band	  Radar	  to	  Corner	  
Reflector	  

•  Calibra*on	  corner	  
reflector	  boomed	  off	  
127m	  tower	  with	  a	  
separate	  fiberglass	  
boom(~6m)	  

•  Approximate	  distance	  
from	  radar	  to	  reflector	  is	  
540	  m.	  



Current	  X-‐Band	  Radar	  to	  Corner	  
Reflector	  

•  Hyy*älä	  staff	  are	  
inves*ga*ng	  the	  best	  
loca*on	  to	  put	  up	  the	  tower	  
in	  this	  range	  to	  
accommodate	  as	  close	  to	  
ideal	  distance	  as	  possible	  

•  Ideal	  distance	  from	  radar	  to	  
reflector	  is	  200	  m.	  
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AOS	  	  

Walking	  up	  road:	  View	  East	  	   View:	  Looking	  East	  along	  North	  leg	  	  

View:	  West	  from	  South	  East	  point	  
of	  circle	  where	  AOS	  might	  be	  	   View:	  South	  West	  along	  road	  


